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Rigid Industries, D-Series, Dually XL, R-Series, Q-Series, Capture, RDS-Series, E-Series, SR-Series, A-Series, SR-M Series, SR-Q Series, RI-Series, RI-600, RI-800, RI-1100and RI-1500 are registered and/or common 
law marks owned by JST Performance, LLC, a Delaware limited liability company d/b/a Rigid Industries. (Products not proportionally scaled)

Rigid Industries’ products are proudly designed, engineered, assembled and tested in the United States. Quality workmanship, combined with 
innovative technologies allows us to produce the best forward projecting LED lights on the market. Visit our website for a more detailed 
description of these and other products. www.rigidindustries.com
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OPERATING INSTRUCTIONS
1. Battery requires a full charge prior to operating.
 A fully drained battery takes up to 6 hours to charge.
2. Unscrew end cap and put battery positive end first, screw end cap back on securely.
3. Modes: High, Medium, Low & Strobe
4. To change modes, turn flashlight off and back on within 5 seconds.
 After 5 seconds flashlight will revert to previous used mode.
5. A low battery will run all modes in low (or less).

PRECAUTIONS
• Do not shine directly in eyes. High intensity LED’s can damage eyesight instantly.
• Ensure flashlight end cap is screwed on tight.
• End cap O-Rings need a light coat of oil to seal correctly.
• Flashlight body can get very warm while using on high.

WARRANTY INFORMATION
For warranty information visit www.rigidindustries.com/about/warranty
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